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Reactors for Motor Starting [HV] (모터기동용 리액터 고압)

BHSTRA-H Series

 Technical Specifications

 Typical Applications

Line Voltage 3300V / 6600V

Operating Frequency 60Hz

Cooling System Dry

Insulation Class B Class

Motor starting etc.

Hz

Selection Table

Type

(형식명)

Specification(사양) Dimension (외형치수, mm) Weight

(kg)
Remark

Line Voltage(V) Cap.(kW) W D H a b ØA×B

  BHSTRA   -75H

3300V

/

6600V

55 421 350 441 280 254

13×30

75

                -100H 75 421 350 441 280 254 80

                -125H 95 441 365 450 300 270 90

                -150H 110 441 365 450 300 270 100

                -175H 132 481 390 462 330 296 115

                -200H 150 481 390 462 330 296 120

                -250H 190 511 395 469 350 300 130

                -300H 220 511 395 469 350 300 135

                -350H 260 511 410 466 330 316 145

                -400H 300 511 410 509 340 316 160

                -500H 375 540 432 537 350 330 200

                -600H 450 540 432 557 350 330 210

                -700H 520 580 452 537 390 350 220

                -750H 560 580 452 557 390 350 225

                -800H 600 580 452 557 390 350 230

                -900H 670 580 452 577 390 350 240

                -1000H 750 600 478 608 410 376 300

                -1250H 950 630 488 608 430 386 310

                -1500H 1100 670 533 637 460 410 400

                -2000H 1500 700 567 680 480 436 510

                -2750H 2000 730 572 728 500 440 600

REACTORS
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